3. BUILDERS’ HOISTS FOR THE TRANSPORT OF GOODS (WITH ELECTRIC MOTOR)

Equipment subject to noise marking only

<table>
<thead>
<tr>
<th>Net Installed Power Category</th>
<th>Equipment Model Name</th>
<th>Equipment Permissible Sound Power L</th>
<th>Guaranteed Sound Level</th>
<th>Measured Sound Power Level</th>
</tr>
</thead>
<tbody>
<tr>
<td>000019</td>
<td>B 100 D</td>
<td></td>
<td>102</td>
<td>99</td>
</tr>
<tr>
<td>000006</td>
<td>TRAGEN B250 E/EB</td>
<td></td>
<td>84</td>
<td>80</td>
</tr>
<tr>
<td>000001</td>
<td>CH2500B 125-250kg Electric Hoist</td>
<td></td>
<td>85</td>
<td>74</td>
</tr>
</tbody>
</table>

Situation on: 10/8/18

* These limit figures are merely indicative for these types of equipment:
  - walk-behind vibrating rollers
  - vibratory plates (&gt; 3kW)
  - vibratory rammers
  - dozers (steel tracked)
  - loaders (steel tracked &gt; 55 kW)
  - combustion-engine driven counterbalanced lift trucks
  - compactor screed paver-finishers
  - hand-held internal combustion-engine concrete-breakers and picks (15&lt;m&lt;30)
  - lawn mowers, lawn trimmers/lawn-edge trimmers.

Definitive figures will depend on amendment of the Directive following the report required in Article 20(1).

3. BUILDERS’ HOISTS FOR THE TRANSPORT OF GOODS (WITH ELECTRIC MOTOR)

<table>
<thead>
<tr>
<th>Manufacturer</th>
<th>Certificate Date</th>
<th>Certificate Number</th>
<th>Equipment Model Name</th>
<th>Permissible Sound Power L</th>
<th>Guaranteed Sound Level</th>
<th>Measured Sound Power Level</th>
</tr>
</thead>
<tbody>
<tr>
<td>Clarke</td>
<td>2/1/11</td>
<td>EX_63017</td>
<td>CH4000B 200-400kg Electric Hoist</td>
<td>85</td>
<td></td>
<td>74</td>
</tr>
<tr>
<td>International Ltd</td>
<td>UK</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Imer</td>
<td>4/27/10</td>
<td>EX_61945</td>
<td>Millepiedi 175</td>
<td>89</td>
<td>86</td>
<td></td>
</tr>
<tr>
<td>International S.p.A.</td>
<td>Loc. Salceto, 53-55 IT</td>
<td></td>
<td></td>
<td></td>
<td></td>
<td></td>
</tr>
</tbody>
</table>

Situation on: 10/8/18

* These limit figures are merely indicative for these types of equipment:
- walk-behind vibrating rollers
- vibratory plates (>3kW)
- vibratory rammers
- dozers (steel tracked)
- loaders (steel tracked &>55 kW)
- combustion-engine driven counterbalanced lift trucks
- compacting screed paver-finishers
- hand-held internal combustion-engine concrete-breakers and picks (15kW &<30)
- lawnmowers, lawn trimmers/lawn-edge trimmers

Definitive figures will depend on amendment of the Directive following the report required in Article 20(1).