## Equipment Noise by Type, Split by Power Category

### 44. PISTE CATERPILLARS

Equipment subject to noise marking only

<table>
<thead>
<tr>
<th>Net Installed Power Category</th>
<th>Certificate Date</th>
<th>Certificate Number</th>
<th>Equipment Model Name</th>
<th>Equipment Permissible Sound Power L</th>
<th>Guaranteed Sound Level</th>
<th>Measured Sound Power Level</th>
</tr>
</thead>
<tbody>
<tr>
<td>000090</td>
<td>20/07/2004</td>
<td>264</td>
<td>TH460B</td>
<td></td>
<td>107</td>
<td>107</td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Net Installed Power Category</th>
<th>Certificate Date</th>
<th>Certificate Number</th>
<th>Equipment Model Name</th>
<th>Equipment Permissible Sound Power L</th>
<th>Guaranteed Sound Level</th>
<th>Measured Sound Power Level</th>
</tr>
</thead>
<tbody>
<tr>
<td>000083</td>
<td>17/06/2004</td>
<td>301</td>
<td>Claas K50</td>
<td></td>
<td>106</td>
<td>106</td>
</tr>
<tr>
<td></td>
<td>17/06/2004</td>
<td>303</td>
<td>Claas K70</td>
<td></td>
<td>106</td>
<td>106</td>
</tr>
</tbody>
</table>

**Situation on: 12/05/2020**

* These limit figures are merely indicative for these types of equipment:
  - walk-behind vibrating rollers
  - vibratory plates (&gt;= 3kW)
  - vibratory rammers
  - dozers (steel tracked)
  - loaders (steel tracked &lt; 55 kW)
  - combustion-engine driven counterbalanced lift trucks
  - compacting screed paver-finishers
  - hand-held internal combustion-engine concrete-breakers and picks (15 &lt;= m &lt;= 30)
  - lawn mowers, lawn trimmers/lawn-edge trimmers

### Equipment Noise by Type, Split by Power Category

#### 44. PISTE CATERPILLARS

<table>
<thead>
<tr>
<th>Caterpillar (U.K.) Limited</th>
<th>Certificate Date</th>
<th>Certificate Number</th>
<th>Equipment Model Name</th>
<th>Equipment Permissible Sound Power L</th>
<th>Guaranteed Sound Level</th>
<th>Measured Sound Power Level</th>
</tr>
</thead>
<tbody>
<tr>
<td>Peckleton Lane Desford Leics England GB-LE9 9JT UK</td>
<td>21/06/2004</td>
<td>302</td>
<td>Claas K60</td>
<td>106</td>
<td>106</td>
<td>106</td>
</tr>
</tbody>
</table>

Situation on: 12/05/2020

* These limit figures are merely indicative for these types of equipment:
  - walk-behind vibrating rollers
  - vibratory plates (&gt; 3kW)
  - vibratory rammers
  - dozers (steel tracked)
  - loaders (steel tracked &lt; 55 kW)
  - combustion-engine driven counterbalanced lift trucks
  - compacting screed paver-finishing machine
  - hand-held internal combustion-engine concrete-breakers and picks (15&lt;m&lt;30)
  - lawn-mowers, lawn trimmers/lawn-edge trimmers.

Definitive figures will depend on amendment of the Directive following the report required in Article 20(1).